














Engine

GTS

GTS Touring
GTS Super

GTS SuperSport
GTS SuperTech
300

4-valve 4-stroke single cylinder,
electronic injection, catalysed

4-valve 4-stroke single cylinder,
electronic injection, catalysed

Sei Giorni
{0]0)

4-valve 4-stroke single cylinder,
electronic injection, catalysed

Displacement

2783 cc

124.7 cc

2183 cc

Bore x stroke

75 mm x 63 mm

52 mm x 58,7 mm

75 mm x 63 mm

Max Power
at the crank shaft

17.5 kW 23.8 HP at 8,250 rpm

9 kW - 12.2 HP at 8,250 rpm

17,5 kW 23,8 HP at 8.250 rpm

Max Torque

26 Nm at 5,250 rpm

11.1 Nm at 6,750 rpm

26 Nm at 5,250 rpm

Consumption

31.2 km/I

41.6 km/I

31.2 km/I

€02 emissions compliance

74 g/km

60 g/km (61 g/km)

74 g/km

Fuel system

Electronic Injection

Electronic Injection

Electronic Injection

Cooling

Liquid

Liquid

Liquid

Starter

Electric

Electric Start & Stop system

Electric

Gearbox

Variatore automatico CVT
con asservitore di coppia

CVT automatic
with torque server

CVT automatic
with torque server

Clutch

Automatic dry centrifugal
with shock absorbers

Automatic dry centrifugal
with shock absorbers

Automatic dry centrifugal
with shock absorbers

Load-bearing
structure

Sheet steel shell with welded
structural reinforcements

Sheet steel shell with welded
structural reinforcements

Sheet steel shell with welded
structural reinforcements

Front
suspension

Single arm with helical spring
and hydraulic shock absorber

Single arm with helical spring
and hydraulic shock absorber

Single arm with helical spring
and hydraulic shock absorber

Rear
suspension

Double hydraulic shock absorber
with helical spring with preload
adjustable in 4 positions

Double hydraulic shock absorber
with helical spring with preload
adjustable in 4 positions

Double hydraulic shock absorber
with helical spring with preload
adjustable in 4 positions

Front
brake

Stainless steel @ 220 mm disc
with hydraulic control

Stainless steel @ 220 mm disc
with hydraulic control

Stainless steel @ 220 mm disc
with hydraulic control

Rear
brake

Stainless steel @ 220 mm disc
with hydraulic control

Stainless steel @ 220 mm disc
with hydraulic control

Stainless steel @ 220 mm disc
with hydraulic control

ABS/ASR system

ABS/ASR standard

ABS standard

ABS standard

Front tyre

Tubeless 120/70 - 12"

Tubeless 120/70 - 12"

Tubeless 120/70 - 12"

Rear tyre

Tubeless 130/70 - 12"

Tubeless 130/70 - 12"

Tubeless 130/70 - 12"

Length/Width/Wheelbase

1,950/ 755/ 1,375 mm

1,950/ 755/ 1,380 mm

1,950/770/1,375 mm

Seat Height

790 mm

790 mm

790 mm

Fuel tank
capacity

8.5 litres

7 litres

8.5 litres

Emissions compliance

Euro 4

*(the data referring to these versions is indicated in brackets when different)

Euro 4

Euro 4

The company reserves the right to make technical and stylistic changes at any time. Ride with caution, always wearing a helmet and suitable clothing.

Respect the highway code and the environment. Read the operation and maintenance manual carefully. Always ask for original spare parts approved in accordance with the
current legislation. Contact Official Vespa Dealers and Authorized Resellers for a safe purchase and guaranteed service. Vespa original spare parts ensure quality and maintain the
performance levels of your vehicle intact.



Primavera
Primavera Touring
Primavera S

50 4T3V

3-valve 4-stroke single cylinder
i-get catalysed

Primavera
Primavera Touring
Primavera S

125 3V (150 3V)*

3-valve 4-stroke single cylinder
i-get catalysed

Sprint

50 4T3V
Sprint S
50 4T3V

3-valve 4-stroke single cylinder
i-get catalysed

Sprint

125 3V

Sprint S

125 3V (150 3V)*

3-valve 4-stroke single cylinder
i-get catalysed

499 cc

1245 cc (155¢cc)

499 cc

124.5 cc (155 cc)

39 mm x 41,8 mm

52 mm x 58,6 mm
(58 mm x 58,6 mm)

39 mm x 41,8 mm

52 mm x 58,6 mm
(58 mm x 58,6 mm)

2.4kW 3.2 CV at 7,500 rpm

7.9kW -10.7 HP- at 7,700 rpm
(9.5 kW -12.9 HP- at 7,750 rpm)

2.4 kW- 3.2 HP-at 7,500 rpm

7.9 kW -10.7 HP- at 7,700 rpm
(9.5 kW -12.9 HP- at 7,750 rpm)

3 Nm at 7,500 rpm

10.4 Nm at 6,000 rpm
(12.8 Nm at 6,500 rpm)

3 Nm at 7,500 rpm

10.4 Nm at 6,000 rpm
(12.8 Nm at 6,500 rpm)

34.4 km/I

43.2km/I (40.3 km/I)

34.4 km/I

43.2 km/I (40.3 km/I)

65 g/km

61 g/km (65 g/km)

65 g/km

61 g/km (65 g/km)

Electronic Injection

Electronic Injection

Electronic Injection

Electronic Injection

Forced air

Forced air

Forced air

Forced air

Electric

Electric

Electric

Electric

CVT automatic
with torque server

CVT automatic
with torque server

CVT automatic
with torque server

CVT automatic
with torque server

Automatic dry centrifugal
with shock absorbers

Automatic dry centrifugal
with shock absorbers

Automatic dry centrifugal
with shock absorbers

Automatic dry centrifugal
with shock absorbers

Sheet steel shell with welded
structural reinforcements

Sheet steel shell with welded
structural reinforcements

Sheet steel shell with welded
structural reinforcements

Sheet steel shell with welded
structural reinforcements

Single arm with helical spring and
single hydraulic shock absorber

Single arm with helical spring and
single hydraulic shock absorber

Single arm with helical spring and
single hydraulic shock absorber

Single arm with helical spring and
single hydraulic shock absorber

Helical spring with single hydraulic
shock absorber

Helical spring with preload
adjustable (4 positions) and single
hydraulic shock absorber

Helical spring
with single hydraulic shock
absorber

Helical spring with adjustable
preload (4 positions) and single
hydraulic shock absorber

Stainless steel @ 200 mm disc
with hydraulic control

Stainless steel @ 200 mm disc
with hydraulic control

Stainless steel @ 200 mm disc
with hydraulic control

Stainless steel @ 200 mm disc
with hydraulic control

@ 140 mm drum
with mechanical control

@ 140 mm drum
with mechanical control

@ 140 mm drum
with mechanical control

@ 140 mm drum
with mechanical control

ABS standard

ABS standard

Tubeless 110/70 - 12"

Tubeless 110/70 - 12"

Tubeless 110/70 - 12"

Tubeless 110/70 - 12"

Tubeless 120/70 - 12"

Tubeless 120/70 - 12"

Tubeless 120/70 - 12"

Tubeless 120/70 - 12"

1,870/735/1,330 mm

1,870/735/ 1,340 mm

1,870/735/1,330 mm

1.870/735/1.340 mm

790 mm

790 mm

790 mm

790 mm

8 litres

8 litres

8 litres

8 litres

Euro 4

Euro 4

Euro 4

Euro 4

COMPANY WITH COMPANY WITH COMPANY WITH

QUALITY SYSTEM ENVIRONMENTAL SYSTEM SAFETY SYSTEM . : o

CERTIFIED BY DNV CERTIFIED BY DNV CERTIFIED BY DNV Vespa is a registered trademark of Piaggio & C. S.p.A.
=150 9001 = =180 14001 = = OHSAS 18001=



V/11/2018

\ VESPA.COM \

For CHoLDREN
A BETTER LIFE FOR THE

/// > CHILDREN OF THE WORLD




